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FLUIDRA CLS,

NAUTILUS SILENT PUMP

Easy access prefilternut.

Victoria plus external thread

2" standard internal thread
(same hydraulic connectionsas
Victoria Plus and Victoria Silent)

Higher durability and reliability due to larger
frontbearing.

Efficient hydraulic design.

Easy pre-filter maintenance

The body of the pump is made of the lastest generation
thermoplastics suitable for waters with high levels of
suspended solids, ozone treatments and sea water. The
pumps are Selfpriming, range from 1/2 Hp up to 3 Hp and are
provided with both single-phase and three-phase motors.
The mechanical seal is AlSI 316stainless steel and silicon
carbide.

A pre-filter has been integrated into the body of the pump to
prevent the entry of any foreign bodies which could cause
damage to the hydraulic parts of the pump. The motors
supplied with the pump unit have been protected with IP-55
protection and are adapted to withstand hot atmospheres
and high humidity levels.

Oversized front bearing to improve resistance to axial forces.
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®® NAUTILUS SILENT PUMP METALAST

TECHNICAL CHARACTERISTICS
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CV/HP Vv m m3/h m Kg m3
72549 1/2¢cvil 230V 13 2810 10 8 12
72551 3/4CV 230V 14 2802 11 10 13
72553 1CVII 230V 17 2810 16 10
72554 1CVil 230/400V 17 2810 16 10 14 0,07
72556 1,5CVII 230/400V 18 2810 21,5 10
72558 2Cvi 230/400V 18 2800 26 10 17
72560 3CVII 230/400V 22,5 2780 34 10 18
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MOTOR DIMENSIONS PVC
CODE HP VOLTAGE H max. A B C De Di E F G H |
\V m (mm) Pipe diameter
72549 % 230 13 581 281 246 ACMED.75 2"GAS 359 322 321 164 254 50
72551 Ya 230 . 14 581 281 246 ACMED.75 2"GAS 359 322 321 164 254 50
72553 1 230 ’ 17 581 281 | 246 ACMED.75 2"GAS 359 322 321 164 254 50
72554 230 - 400 581 281 | 246 ACMED.75 2"GAS 359 322 321 164 254 50
72556 1% 230 -400 . 18 615 281 | 246 ACMED.75 2"GAS 359 356 321 164 254 63
72558 2 230 - 400 ' 18 615 281 | 246 ACMED.75 2"GAS 359 356 321 164 254 63
72560 3 230 - 400 C.80 22,5 615 281 246 ACMED.75 2"GAS 359 356 321 164 254 63
NOTE: Pipe fittings D50(from 0,5 to 1 HP ) and D63(from 1,5 to 3 HP) areincluded
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